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C. Acid corrosionAbstract The corrosion inhibition of mild steel in 0.5 M H2SO4 solution by the extract of litchi
peel (Litchi chinensis) was studied by weight loss method, potentiodynamics polarization and elec-
trochemical impedance spectroscopy (EIS). The results show that the litchi peels extract acts as
mixed-type inhibitor. The inhibition of corrosion is found to be due to adsorption of the extract
on metal surface, which is in conformity with Langmuir’s adsorption isotherm. UV–Vis, Fourier
transform infrared (FT-IR) spectroscopy and Scanning electron microscopy (SEM) studies conﬁrm
that the inhibition of corrosion of mild steel occurs through adsorption of the inhibitor molecules.
ª 2015 Production and hosting by Elsevier B.V. on behalf of King Saud University. This is an open access
article under the CC BY-NC-ND license (http://creativecommons.org/licenses/by-nc-nd/4.0/).1. Introduction
Corrosion of raw materials in industries has been a perennial
problem worldwide. In petrochemical industries, in particular,
corrosion has been one of the major concerns since carbon
steel is widely employed as raw materials for construction of
pipelines in the oil and gas industries (Ghareba and
Omanovic, 2010). The unexpected metal decomposition or
eating away of metal has created the barrier to the growingindustries. Therefore, the protection of metal or alloy from
corrosion is of paramount importance. Many successful
endeavours have been made to deliver methods for controlling
the menace of corrosion. One of the methods is the corrosion
inhibition by inhibitor in which corrosion inhibitor is used to
retard the rate of corrosion of the metal or alloy. This method
is considered to be one of the most practical, effective and
viable methods (Oguzie et al., 2009; Binks et al., 2011; Tao
et al., 2010; Abelev et al., 2007). The large number of organic
compounds having hetero-atoms such as N, O, S atoms and
p-electrons was reported as the efﬁcient corrosion inhibitors
under aggressive environments such as acidic or alkaline
mediums etc. (de Souza and Sinelli, 2009; Fekry and
Mohamed, 2010; Lyon, 2004; Fu et al., 2010; Sheng et al.,
2007). They provide excellent inhibition and retard the rate
of corrosion of metal by adsorbing itself on the surface of
the metal (Migahed et al., 2010; Bentiss et al., 2000; Kokalj
et al., 2010; Babic-Samardzija et al., 2005a, 2005b). The differ-
ent mechanism of adsorption of inhibitor on the surface ofosion of
2 M. Ramananda Singh et al.metal has been proposed in terms of interaction of uncharged
electron pair or pi electrons in the molecule with metal orbital
(Gomez et al., 2006; Turcio-Ortega et al., 2007). Even if tre-
mendous efforts had been made towards corrosion inhibition
by inhibitor in the last several decades, the most synthetic com-
pounds still in use were found to be expensive and toxic to the
environment and human health (Wang and Jiang, 2007;
Rodojcic et al., 2008). And moreover, there is increasing con-
cern about toxicity, biodegradability and bioaccumulation of
corrosion inhibitors discharge into the environment. There-
fore, the study of sustainable corrosion inhibition of metal
or alloy by eco-friendly inhibitor has aroused the curiosity
among the corrosion scientists. The promising features of the
green corrosion inhibitor are that they are renewable, biode-
gradable, cheap and non-toxic (Abiola and James, 2010; da
Rocha et al., 2010). Therefore, they are nowadays considered
as the attractive alternative for solving the problem of corro-
sion of metal or alloy. Many efforts in this regard were made
from the last few decades. However, this development is still
not enough for the practical application. There are still more
needs to develop the new green corrosion inhibitors for better
future, safe environment and healthy life. In this view, an
attempt is made to ﬁnd out a naturally occurring, cheap and
environmentally safe substance that may be used as corrosion
inhibitor for corrosion of mild steel in acidic medium. In this
present work, we used the litchi (Litchi chinensis) which is
shown in Fig. 1. Litchi is the sole member of the soap-
berry family, Sapindaceae. It is a tropical and subtropical fruit
tree native to southern China, Taiwan, Bangladesh and South-
East Asia. China is the main producer, followed by India. We
have chosen litchi peel because litchi peel is inedible and usu-
ally discarded as a waste. We used this waste part of the litchi
for prevention of corrosion of mild steel. The aqueous extract
of litchi peel in 0.5 M H2SO4 was tested by using weight loss,
potentiodynamic polarization and electrochemical impedance
techniques. UV–Vis, FT-IR spectroscopy and SEM study were
also used to conﬁrm the mode of inhibition.
2. Materials and method
2.1. Mild steel
Mild steel strips having the composition (wt.%) of C (0.18), Si
(0.19), Mn (0.51), P (0.044), S (0.057), Cr (0.14), Ni (0.09), MoFigure 1 Litchi fruit tree.
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well as electrochemical studies. The specimens of mild steel
strip were polished successively using the emery paper of
150, 180, 320, 400, 600 and 1000. The polished surface was
degreased with acetone and washed with distilled water before
each experiment. H2SO4 (AR grade) solutions of 0.5 M con-
centration were used for all the studies.
2.2. Preparation of extract of litchi peels
Litchi peel was dried in oven at 60 C and grinded to powdery
form. 10 g of the powder was reﬂuxed in 100 ml double dis-
tilled water for 4 h. The reﬂuxed solution was ﬁltered to
remove any contamination. The extract of the plant was pre-
pared by evaporating the ﬁltrate on water bath and drying
the paste residues in desiccator. The required concentrations
of solution were prepared by using the solid residues in aque-
ous solution of 0.5 M H2SO4.
2.3. Characterization of the extract of litchi peel
The extract of litchi peel was characterized by chemical tests
and spectroscopic techniques. The water extract of litchi peel
burned like sugar when its spot on TLC plate was heated with
4% H2SO4 solution. The water extract gives positive Molisch’s
Test, characteristic of carbohydrates and it also gives positive
Fehling’s test and Tollen’s tests, which indicate that litchi
extract contains reducing sugars. It gives negative Barfoed’s
test and Iodine test, conﬁrming the absence of monosaccharide
and starch in the extract. This reveals the possibility of pres-
ence of disaccharide in the extract. Further, it was character-
ized by UV–Vis and FT-IR spectroscopy. The solution of
litchi peel extract was analysed by UV spectral measurement
using shimadzu UV-1800 spectrophotometer, Japan. The
absorption spectrum of the solution was determined with dis-
tilled water as reference. And FT-IR spectrum was recorded by
using BX-Perkin Elmer spectra. The sample was prepared
using KBr crystals and analysis was carried out by scanning
the sample through a wave number range of 4000–400 cm1.
2.4. Weight loss method
In the gravimetric experiment, the weight loss study was car-
ried out on mild steel strips of 5.0 · 2 · 0.025 cm sizes at
298 K for 4 h in 0.5 M H2SO4 solution without and with var-
ious concentration of the plant extract. The percentage inhibi-
tion efﬁciency (I%) of the extract was calculated from the
following equation (Ostavari et al., 2009):
I% ¼Wo Wi
Wo
 100 ð1Þ
where Wo and Wi refer to weight loss of strips of mild steel in
absence and presence of extract of litchi peel.
2.5. Electrochemical measurements
Three electrodes system of the electrochemical cell was used
for potentiodynamic polarization and electrochemical imped-
ance studies in which mild steel was employed as working elec-
trode which was made by coating thoroughly with epoxy resin
keeping surface area of 1 cm2 for the study. Calomel electrodeinensis) peels extract as a potential green inhibitor in prevention of corrosion of
.doi.org/10.1016/j.arabjc.2015.01.002
Figure 2 UV–Vis spectra of litchi peel extract (Litchi chinensis).
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Figure 3 FTIR spectra of extract of litchi peel (Litchi chinensis).
Table 1 The gravimetric parameters for mild steel corrosion
in 0.5 M H2SO4 solution in the absence and presence of
different litchi peel extract concentrations at 298 K.
Conc. (g/L) Eﬃciency (I%)
Blank –
0.25 81.3
0.75 85.0
1.0 89.2
1.5 93.5
2.0 95.1
3.0 97.8
The Litchi (Litchi Chinensis) peels extract 3and Platinum were used as the reference and counter electrode
respectively. Before each polarization and EIS measurement,
the working electrode was introduced into the test solutions
and kept for 4 h to attain the open circuit potential (OCP).
The electrochemical measurements were carried out under
thermostatic conditions at 298 K in the range of potential from
0.7 to 0.3 V with scan rate (V/s) of 0.01 and quiet time of 2 s
using computer controlled electrochemical workstation of CHI
760c model. The percentage inhibition efﬁciency (I%) of the
extract was calculated using the following equation (Abdel-
Gaber et al., 2008):
I% ¼ i
o
corr  iicorr
iocorr
 100 ð2Þ
where iocorr and i
i
corr refer to the corrosion current density value
without and with extract, respectively, whereas in electrochem-
ical impedance study, the measurement of the response of the
electrochemical system to a.c. excitation with a frequency
ranging from 10,0000 to 0.1 Hz and peak to peak a.c. ampli-
tude of 0.005 V with quiet time of 2 s was scanned. The per-
centage inhibition efﬁciency (I%) of the extract was
calculated using the following equation (Znini et al., 2012):
I% ¼ RctðiÞ  RctðaÞ
Rctði;Þ
 100 ð3Þ
where Rct(i) and Rct(a) are the value of the charge transfer resis-
tance in the presence and absence of the inhibitor, respectively.
The value of electrochemical double layer capacitance (Cdl)
was calculated at the frequency, Fmax using the following equa-
tion (Mayanglambam et al., 2011):
Cdl ¼ 1
2pFmaxRct
ð4Þ
where Fmax is the frequency at which the imaginary component
of the impedance is maximal.
2.6. Surface analysis
The test coupons of the size 1 · 1 cm2 were dipped in 100 ml of
0.5 M H2SO4 solutions in the absence and presence of the
extract for 5 h at 298 K. After washing the investigated cou-
pons with double distilled water and drying the specimens,
they were examined for surface analysis by Scanning electron
microscope (SEM) model Leo 435 VP with an Oxford Inca
energy dispersion spectrometer system.
3. Results and discussions
3.1. UV and FT-IR of extract of litchi peel
In UV spectrum, a weak absorption band at 280 nm is due to
n–p* transition in C‚O of carbohydrate (as shown in Fig. 2).
FT-IR spectroscopy of the extract is shown in Fig. 3. The
strong absorption band at 3424 cm1 is attributed to OAH
stretching vibration and that at 2927 cm1 is related to CAH
stretching vibration. The strong band at1623 cm1 is assigned
to C‚O stretching vibration. The CAH bending band in
ACH2 is found to be at 1407 cm
1. Other absorption bands
at 1138, 1102 and 1054 cm1 are due to CAO stretching vibra-
tion. The absorption bands below 1000 cm1 correspond to
the aliphatic CAH group (Li et al., 2012a,b; Deng and Li,Please cite this article in press as: Ramananda Singh, M. et al., The litchi (Litchi Ch
mild steel in 0.5 M H2SO4 solution. Arabian Journal of Chemistry (2015), http://dx2012). This result conﬁrms that the extract contains functional
groups such as (OAH) and (C‚O).
3.2. Weight loss method
The percentage of inhibition efﬁciency (I%) of extract calcu-
lated from weight loss method are listed in Table 1. The resultinensis) peels extract as a potential green inhibitor in prevention of corrosion of
.doi.org/10.1016/j.arabjc.2015.01.002
4 M. Ramananda Singh et al.of Weight loss study shows that inhibition efﬁciency of the
extract on corrosion of mild steel increases with increase in
its concentration.
3.3. Potentiodynamic polarization measurement
The Tafel polarization curves for mild steel in 0.5 M H2SO4
solutions without and with various concentrations of extract
of litchi peels at 298 K are shown in Fig. 4. The important cor-
rosion parameters such as the corrosion current density (icorr),
corrosion potential (Ecorr), cathodic and anodic Tafel slopes
(bc and ba) values were obtained by extrapolating the Tafel
straight line on Tafel plots. And the percentage of inhibition
efﬁciency (I%) were calculated and listed in Table 2. It is clear
that the addition of the litchi peel extract to the acid solution
decreases the corrosion current density (icorr). This indicates
that extract of litchi peel retards the rate of corrosion of mild
steel. The inhibition of corrosion increases with increase in
extract concentration in acidic medium. The result also reveals
that the addition of the extract does not alter the values of
Ecorr signiﬁcantly, indicating the mixed type nature of the
extract on inhibition of corrosion on metal steel (Ibrahim
et al., 2012; El-Etre, 2007; Oguzi, 2007).
From Fig. 4, it is also cleared that both cathodic reduction
and anodic metal dissolution reactions were inhibited when the
extracts of litchi peel were added to the acid solution. The inhi-
bition is increased with increase in extract concentration. The
values of cathodic and anodic Tafel slopes (bc and ba) listed
in Table 2 indicate that adsorption of extract molecules modi-
fies the mechanism of the anodic dissolution. The adsorption
on anodic site may occur through interaction between metal
surface and lone pair electrons of the oxygen atoms present
in the extract, which decreases anodic dissolution of mild steel
(Soltani et al., 2012; Abdel-Gaber et al., 2006). Whereas the
values of cathodic Tafel slopes (bc) are almost constant, it indi-
cates that the addition of the extract to the aggressive solution
does not alter the hydrogen evolution mechanism (proton
reduction mechanism). This may be due to that the extract-0.70 -0.65 -0.60 -0.55 -0.50 -0.45 -0.40 -0.35
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Figure 4 Potentiodynamic polarization curves for mild steel in
0.5 M H2SO4 solution in the absence and presence of different
concentrations of the extract at 298 K.
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impede by merely blocking the active sites of the metal surface.
In this way, the surface area available for proton ions is
decreased, while the actual reaction mechanism remains unaf-
fected (Khaled, 2010).
3.4. Polarization resistance
In this study, the polarization resistance (Rp) value of mild
steel in 0.5 M H2SO4 solution is found to increase from
13.1 O of the acid solution to 499.2 O of litchi peel extract of
0.3 g/l as listed in Table 3. The increase in Rp value suggests
that the inhibition efﬁciency of extract on corrosion of mild
steel increases with increase in its concentration (Banerjee
et al., 2012; Amin and M-Ibrahim, 2011; Shukla et al., 2009).
3.5. Mechanism of inhibition
In general, the corrosion inhibitor retards the corrosion by
controlling the reactions of cathode and anode by the process
of adsorption of inhibitor on the solid surface of metal or
alloy. It is very essential to know the nature of adsorption of
the inhibitor so as to ascertain the mode of inhibition and
the adsorption isotherm that ﬁts the experimental results.
Among the common adsorption isotherms such as Langmuir,
Temkin and Frumkin etc., plot of the data shows that the
investigated extract agreed with Langmuir isotherm which is
given by the equation expressed as (El-Etre et al., 2005;
Abiola and Otaigbe, 2009; Orubite and Oforka, 2004;
Kalaiselvi et al., 2010; K Satapathy et al., 2009):
C
h
¼ Cþ 1
Kads
ð5Þ
where C is the inhibitor concentration and Kads is the equilib-
rium constant for adsorption/desorption process of the inhib-
itor molecules on the metal surface.
As suggested by the plot between C/h and C (as shown in
Fig. 5) and the linear correlation coefﬁcient of the ﬁtted data
close to 1, it conﬁrms that the adsorption of the inhibitor mol-
ecules follows the Langmuir’s adsorption isotherm.
3.6. EIS measurements
EIS measurement was conducted to study the electrode/elec-
trolyte interface and corrosion processes that occur on metal
surface in absence and presence of the extract. Nyquist plots
for mild steel electrode immersed in 0.5 M H2SO4 solution at
298 K without and with various concentrations of the extract
at the respective open circuit potential were shown in Fig. 6.
It is cleared from the ﬁgure, there is a single semicircle that
shows the single charge transfer process during the reaction
of dissolution. The impedance data listed in the Table 4 indi-
cate that the addition of the extract increases the values of
Rct and reduces the value of electrochemical double layer
capacitance (Cdl). The increase in Rct value is attributed to
the formation of the protective ﬁlm on the metal/solution
interface (Quraishi et al., 2010; Lebrini et al., 2011;
Gunasekaran and Chauhan, 2004). The decrease in Cdl indi-
cates increasing in the thickness of the electric double layer
(Torres et al., 2011). This result suggests that the extract mol-
ecules inhibited the corrosion of mild steel by adsorption oninensis) peels extract as a potential green inhibitor in prevention of corrosion of
.doi.org/10.1016/j.arabjc.2015.01.002
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Figure 5 Langmuir adsorption isotherm for the adsorption of
the extract in 0.5 M H2SO4 on the surface of mild steel.
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Figure 6 Nyquist plots (EIS) of mild steel immersed in 0.5 M
H2SO4 in the absence and presence of different concentrations of
the extract at 298 K.
Table 4 The electrochemical impedance parameters for mild
steel corrosion in 0.5 M H2SO4 solution in the absence and
presence of different litchi peel extract concentrations at 298 K.
Conc. (g/L) Cdl (F cm
2) Rct (O cm
2) I%
Blank 3.5 · 103 10.5 –
0.25 306.5 · 107 121.6 91.4
0.75 209.1 · 107 154.1 93.2
1.0 101.8 · 107 203.1 94.8
1.5 71.0 · 107 242.5 95.7
2.0 43.9 · 107 348.9 96.9
3.0 20.8 · 107 486.0 97.8
Table 2 The electrochemical parameters from Tafel plot for mild steel corrosion in 0.5 M H2SO4 solution in the absence and presence
of different litchi peel extract concentrations at 298 K.
Conc. (g/L) Ecorr (mV vs. SCE) bc (mV/Dec) ba (mV/Dec) icorr (mA/cm2) I% h
Blank 494 109 64 1.342 – –
0.25 543 107 147 0.229 82.9 0.829
0.75 527 113 158 0.179 86.6 0.866
1.0 535 103 100 0.083 93.8 0.938
1.5 510 102 54 0.064 95.2 0.952
2.0 542 110 181 0.063 95.3 0.953
3.0 545 109 164 0.057 95.7 0.957
Table 3 The polarization resistance (Rp) values for mild steel
corrosion in 0.5 M H2SO4 solution in the absence and presence
of different litchi peel extract concentrations at 298 K.
Conc. (g/L) Polarization resistance (Rp) (ohm) I%
Blank 13.1 –
0.25 118.2 88.9
0.75 159.7 91.8
1.0 241.1 94.6
1.5 266.3 95.1
2.0 470.6 97.2
3.0 499.2 97.4
The Litchi (Litchi Chinensis) peels extract 5the mild steel surface thereby causing the increase in Rct values
and decrease in Cdl values (Kamal and Sethuraman, 2012;
Abdel-Gaber et al., 2009).
3.7. Scanning electron microscopy
In the analysis of Scanning electron microscopy (SEM), SEM
micrograms of the polished surface of mild steel in 0.5 M
H2SO4 solutions in absence and presence of the extract were
shown in Fig. 7(a) and (b). In the analysis of the micrograms,
there was a rough surface on iron surface which was exposed
only to 0.5 M H2SO4 solution whereas there was a smoothPlease cite this article in press as: Ramananda Singh, M. et al., The litchi (Litchi Ch
mild steel in 0.5 M H2SO4 solution. Arabian Journal of Chemistry (2015), http://dxsurface on metal surface that was exposed to 0.5 M H2SO4
solution with the extract (Bothi Raja and Sethuraman, 2008;
Al-Turkustani et al., 2011; Hazwan Hussin and Jain Hassin,
2011; Garai et al., 2012; Ramananda Singh, 2013). This result
conﬁrms that the extract prevents the corrosion of mild steel
through adsorption of the inhibitors on metal surface. This
ﬁnding supplements with the result of electrochemical
techniques.inensis) peels extract as a potential green inhibitor in prevention of corrosion of
.doi.org/10.1016/j.arabjc.2015.01.002
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Figure 7 (a) Scanning electron microgram of polished mild steel
after exposure to 0.5 M H2SO4. (b) Scanning electron microgram
of polished mild steel after exposure to 0.5 M H2SO4 containing
the extract.
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The inhibition efﬁciency of the extract on corrosion inhibition
increases with increase in concentration of extract. The result
of Potentiodynamic Polarization study shows that the extract
acts as mixed type inhibitor and its inhibition mechanism is
adsorption. The mode of Adsorption of the extract on mild
steel surface obeys Langmuir’s adsorption isotherm. The EIS
measurement shows that the inhibition of corrosion on mild
steel is due to the formation of protective ﬁlm on metal surface
and the inhibition increases as the extract concentrations
increase. This result is well supplemented with the results of
weight loss Potentiodynamic Polarization studies. SEM study
is in good agreement with the results of gravimetric and elec-
trochemical techniques. The results of all the studies conﬁrmed
that the extract of litchi peel has potential to prevent the cor-
rosion of mild steel in acidic environment. Therefore, the litchi
peel extract is proved to be a potential green inhibitor for pre-
vention of the corrosion of mild steel.
References
Abdel-Gaber, A.M., Abd-El-Nabey, B.A., Saadawy, M., Sidahmed,
I.M., El- Zayady, A.M., Saadawy, M., 2006. Inhibitive action of
some plant extracts on the corrosion of steel in acidic media.
Corros Sci. 48, 2765–2779.
Abdel-Gaber, A.M., Khamis, E., Abo-ElDahab, H., Adeel, Sh., 2008.
Inhibition of aluminium corrosion in alkaline solution using
natural compound. Mater. Chem. Phys. 109, 297–305.
Abdel-Gaber, A.M., Abd-El-Nabey, B.A., Saadawy, M., 2009. The
role of anion on the inhibition of the acidic corrosion of steel by
lupine extract. Corros Sci. 51, 1038–1042.Please cite this article in press as: Ramananda Singh, M. et al., The litchi (Litchi Ch
mild steel in 0.5 M H2SO4 solution. Arabian Journal of Chemistry (2015), http://dxAbelev, Esta, Starosvetsky, David, Ein-Eli, Yair, 2007. Enhanced
copper surface protection in aqueous solution containing short-
chain alkanoic acid potassium salts. Langmuir 23, 11281–11288.
Abiola, Olusegun K., James, A.O., 2010. The effect of Aloe vera
extract on corrosion and kinetics of corrosion process of zinc in
HCl solution. Corros. Sci. 52, 661–664.
Abiola, Olusegun K., Otaigbe, J.O.E., 2009. The effects of Phyllanthus
amarus extract on corrosion and kinetics of corrosion process of
aluminum in alkaline solution. Corros. Sci. 51, 2790–2793.
Al-Turkustani, A.M., Arab, S.T., Al-Qarni, L.S.S., 2011. Medicago
Sative plant as safe inhibitor on the corrosion of steel in 2.0M
H2SO4 solution. J. Saudi Chem. Soc. 15 (1), 73–82.
Amin, Mohammed A., M-Ibrahim, Mohamed, 2011. Corrosion and
corrosion control of mild steel in concentrated H2SO4 solution by
newly synthesized glycine derivative. Corros Sci. 53, 873–885.
Babic-Samardzija, Ksenija, Lupu, Carina, Hackerman, Norman,
Barron, Andrew.R., 2005a. Inhibitive properties, adsorption and
structure study of Butyn-1-ol and pentyn-1-ol alcohols as corrosion
inhibitors for iron in HCl. J. Mater. Chem. 15, 1908–1916.
Babic-Samardzija, Ksenija, Lupu, Carina, Hackerman, Norman,
Barron, Andrew.R., Luttge, Andreas, 2005b. Inhibitive properties
and surface morphology of a group of heterocyclic diazoles as
inhibitors for acidic iron corrosion. Langmuir 21, 12187–12196.
Banerjee, Sitashree, Srivastava, Varsha, Singh, M.M., 2012. Chemical
modiﬁed natural polysaccharide as green corrosion inhibitor for
mild steel in acidic medium. Corros Sci. 59, 35–41.
Bentiss, Fouad, Traisnel, Michel, Vezin, Herve, Lagrenee, Michel,
2000. Electrochemical study of substituted triazoles adsorption on
mild steel. Ind. Eng. Chem. Res. 39, 3732–3736.
Binks, Bernard P., Fletcher, Paul D.I., Salama, Ibrahim E., 2011.
Quantitative prediction of the reduction of corrosion inhibitor
effectiveness due to parasitic adsorption onto a competitor surface.
Langmuir 27 (1), 469–473.
Bothi Raja, Pandian, Sethuraman, Mathur Gopalakrishnan, 2008.
Inhibitive effect of Black pepper extract on the sulphuric acid
corrosion of mild steel. Mater. Lett. 62, 2977–2979.
de Souza, F.S., Sinelli, A., 2009. Caffeic acid as a green corrosion
inhibitor for mild steel. Corros Sci. 51, 642–649.
Deng, Shuduam, Li, Xianghong, 2012. Inhibition by Ginkgo leaves
extract of corrosion of steel in HCl and H2SO4 solution. Corros Sci.
55, 407–415.
El-Etre, A.Y., 2007. Inhibition of acid corrosion of carbon steel using
aqueous extract of olive leaves. J. Colloid Interf. Sci. 314 (2), 578–583.
El-Etre, A.Y., Abdallah, M., El-Tantawy, Z.E., 2005. Corrosion
inhibition of some metals using lawsonia extract. Corros Sci. 47,
385–395.
Fekry, A.M., Mohamed, Riham R., 2010. Acetyl thiourea chitosan as
an eco-friendly inhibitor for mild steel in sulphuric acid medium.
Electrochem. Acta 55, 1933–1939.
Fu, Jia-jun, Li, Su-ning, Wang, Ying, Cao, Lin-hua, Lu, Lu-de, 2010.
Computational and electrochemical studies of some amino acid
compounds as corrosion inhibitors for mild steel in HCl solution. J.
Mater. Sci. 45, 6255–6265.
Garai, Subhadra, Garai, Saraswati, Jaisankar, Parasuraman, Sing,
J.K., Elango, Adirajan, 2012. A comprehensive study on crude
methanolic extract of Artemisia pallen (Asteraceae) and its active
components as effective corrosion inhibitors of mild steel in acid
solution. Corros Sci. 60, 193–204.
Ghareba, Saad, Omanovic, Sasha, 2010. Interaction of 12-aminodo-
decanoic acid with a carbon steel surface: towards the development
of green corrosion inhibitors. Corros Sci. 52, 2104–2113.
Gomez, Badhin, Likhonova, N.V., Dominquez-Aguilar, M.A., Mar-
tinez-Palou, R., Vela, Alberto, Gazquez, Jose L., 2006. Quantum
chemical study of the inhibitive properties of 2-pyridyl Azoles. J.
Phys. Chem. B 110, 8928–8934.
Gunasekaran, G., Chauhan, L.R., 2004. Eco friendly inhibitor for
corrosion inhibition of mild steel in phosphoric acid medium.
Electrochem Acta 49, 4387–4395.inensis) peels extract as a potential green inhibitor in prevention of corrosion of
.doi.org/10.1016/j.arabjc.2015.01.002
The Litchi (Litchi Chinensis) peels extract 7Hazwan Hussin, M., Jain Hassin, M., 2011. The corrosion inhibition
and adsorption behaviour of Uncaria gambir extract on mild steel
in 1.0 M HCl. Mater. Chem. Phys. 125, 461–468.
Ibrahim, Taleb, Alayan, Hisham, Mowaqet, Yasmin Al, 2012. The
effect of Thyme leaves extract on corrosion of mild steel in HCl.
Prog. Org. Coat. 75 (4), 456–462.
Kalaiselvi, Patchaiah, Chellammal, Subbaih, Palanichamy, Seeni,
Subramanian, Gopalan, 2010. Artemisia pallens as corrosion
inhibitor for mild steel in HCl medium. Mater. Chem. Phys. 120,
643–648.
Kamal, C., Sethuraman, M.G., 2012. Spirulina platensis – a novel
green inhibitor for acid corrosion of mild steel. Arabian J. Chem. 5
(2), 155–161.
Khaled, K.F., 2010. Understanding corrosion inhibition of mild steel
in acid medium by some furan derivatives: a comprehensive
overview. J. Electrochem. Soc. 157 (3), C116–C124.
Kokalj, Anton, Peljhan, Sebastijan, Finsgar, Matjaz, Melosev, Ingrid,
2010. What determines the inhibition effectiveness of ATA, BTAH
and BTAOH corrosion inhibitors on copper? J. Am. Chem. Soc.
132, 16657–16668.
Lebrini, M., Robert, F., Lecante, A., Roos, C., 2011. Corrosion
inhibition of C-38 steel in 1 M HCl medium. Corros Sci. 53, 687–
695.
Li, Lingjie, Zhang, Xueping, Lei, Jinglei, He, Jianxin, Zhang,
Shengtao, Pan, Fusheng, 2012a. Adsorption and corrosion inhibi-
tion of Osmanthus Fragran leaves extract on carbon steel. Corros.
Sci. 63, 82–90.
Li, Xianghong, Deng, Shuduan, Fu, Hui, 2012b. Inhibition of the
corrosion of steel in HCl, H2SO4 solution by Bamboo leaf extract.
Corros Sci. 62, 163–175.
Lyon, Stuart, 2004. A natural solution to corrosion? Nature 427, 406–
407.
Mayanglambam, Ramananda S., Sharma, Vivek, Singh, Gurmeet,
2011.Musa paradisiaca extract as a green inhibitor for corrosion of
mild steel in 0.5 M sulphuric acid solution. Port. Electrochem. Acta
29 (6), 405–417.
Migahed, M.A., Abdul-Raheim, A.M., Atta, A.M., Brostow, W.,
2010. Synthesis and evaluation of a new water soluble corrosion
inhibitor from recycled poly (ethylene terphethalate). Mater. Chem.
Phys. 121, 208–214.
Oguzi, E.E., 2007. Corrosion inhibition of aluminium in acidic and
alkaline media by Sansevieria trifasciata extract. Corros Sci. 49 (3),
1527–1539.
Oguzie, E.E., Wang, S.G., Li, Y., Wang, F.H., 2009. Inﬂuence of iron
microstructure on corrosion inhibition performance in acidic
media. J. Phys. Chem. C 113, 8420–8429.
Orubite, K.O., Oforka, N.C., 2004. Inhibition of the corrosion of mild
steel in hydrochloric acid solutions by the extracts of leaves of
Nypa Fruticans Wurmb. Corros Sci. 58, 1768–1772.
Ostavari, .A., Hoseinieh, S.M., Peikari, M., Shadizadeh, S.R.,
Hashemi, S.J., 2009. Corrosion inhibition of carbon steel in 1 M
HCl solution by henna extract: a comparative study of the
inhibition by henna and its constituents (Lawsone, Gallic acid, a-
D-Glucose and Tannic acid). Corros Sci. 51, 1935–1949.Please cite this article in press as: Ramananda Singh, M. et al., The litchi (Litchi Ch
mild steel in 0.5 M H2SO4 solution. Arabian Journal of Chemistry (2015), http://dxQuraishi, M.A., Singh, Ambrish, Singh, Vinod Kumar, Yadav, Dileep
Kumar, Singh, Ashish Kumar, 2010. Green approach to corrosion
inhibition of mild steel in hydrochloric acid and sulphuric solutions
by the extract ofMurraya koenigii leaves. Mater. Chem. Phys. 122,
114–122.
Ramananda Singh, M., 2013. A green approach: a corrosion inhibition
of mild steel by Adhatoda vasica plant extract in 0.5 M H2SO4. J.
Mater. Environ. Sci. 4 (1), 119–126.
da Rocha, Janaina Cardozo, Gomes, Jose Antonio da Cunha
Ponciano, D’Elia, Eliane, 2010. Corrosion inhibition of carbon
steel in hydrochloric acid solution by fruit peel aqueous extracts.
Corros. Sci. 52, 2341–2348.
Rodojcic, I., Berkovic, K., Kovac, S., Vorkapic-Furac, J., 2008.
Natural honey and black radish juice on tin corrosion inhibition.
Corros Sci. 50, 1498–1504.
Satapathy, A.K., Gunasekaran, G., Sahoo, S.C., Amit, Kumar,
Rodrigue, P.V., 2009. Corrosion inhibition by Justicia gendarussa
plant extract in hydrochloric acid solution. Corros Sci. 51, 2848–
2856.
Sheng, Xiaoxia, Ting, Yeng-Peng, Pehkonen, Simo Olavi, 2007.
Evaluation of an organic corrosion inhibitor on abiotic corrosion
microbiologically inﬂuenced corrosion of mild steel. Ind. Eng.
Chem. Res. 46, 7117–7125.
Shukla, Sudhir Kumar, Singh, Ashish Kumar, Ahamad, Ishtiaque,
Quraishi, M.A., 2009. Streptomycin: a commercially available drug
as corrosion inhibitor for mild steel in hydrochloric acid solution.
Corros Sci. 63, 819–822.
Soltani, Nasrin, Tavakkoli, Nahid, Khayatkashani, Maryam, Jalali,
Mohammad Reza, Mosavizade, Ahmad, 2012. Green approach to
corrosion inhibition of 304 stainless steel in hydrochloric acid
solution by the extract of Salvia ofﬁciates leaves. Corros Sci. 62,
122–135.
Tao, Zhihua, Zhang, Shengtao, Li, Weihua, Baoronghou, 2010.
Adsorption and corrosion behaviour of mild steel by one of the
derivative of benzoic-triazole in acidic solution. Ind. Eng. Chem.
Res. 49, 2593–2599.
Torres, Vasessa Vasconcelos, Amado, Roberto Salgado, de sa, Camila
Faia, Fernandez, Tatiana Lopez, Riehl, Carlos Albert da silva,
Torres, Alexander Guedes, D’Elia, Eliane, 2011. Inhibitory action
of aqueous coffee ground extract on the corrosion of carbon steel in
HCl solution. Corros Sci. 53, 2385–2392.
Turcio-Ortega, D., Pandiyan, T., Cruz, J., Garcia-Ochoa, E., 2007.
Interaction of imidazoline compound with Fen (n=1-4 atoms) as a
model for corrosion inhibition: DFT and electrochemical studies. J.
Phys. Chem. C 111, 9853–9866.
Wang, Hui-long, Jiang, Weng-Feng, 2007. Adsorption of dinitrobutyl
phenol (DNBP) from aqueous solution by Fly-Ash. Ing. Eng.
Chem. Res. 46, 5405–5411.
Znini, M., Majidi, L., Bouyanzer, A., Paolini, J., Desjobert, J.-M.,
Costa, J., Hammouti, B., 2012. Essential oil of Salvia aucheri
mesatlantica as a green inhibitor for the corrosion of steel in 0.5M
H2SO4. Arabian J. Chem. 5 (4), 467–474.inensis) peels extract as a potential green inhibitor in prevention of corrosion of
.doi.org/10.1016/j.arabjc.2015.01.002
